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IF GATES ARE INSTALLED , THEY MUST
CLEAR DRIVEWAY AND BE ABLE TO

BE LOCKED IN PLACE SO AS NOT

TO INTERFERE WITH THE OPERATION

FOR THE COLLECTION TRUCK. (SEE NOTE 4)

OPTION NO. 2

‘ ‘ OPTION NO. 1
PARKING

BUILDING

DRIVE THRU
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PARKING

OPTION NO. 3
PARKING

EXIT ‘ ‘ ‘ ‘ ‘ENTRANCE

NOTES:

1. FRONT—END LOADING CONTAINERS WILL BE PLACED THROUGHOUT THE CITY AND
IN ALL NEW COMMERCIAL BUSINESSES LOCATING IN GOODYEAR.

2. ENCLOSURES IN INDUSTRIAL AREAS SHALL BE PLACES IN THE BACK OF THE
LOT IN LINE WITH THE DRIVE THRU SO THE DRIVER CAN HAVE A DIRECT
APPROACH TO THE REFUSE BIN, SERVICE IT, AND EXIT THE FACILITY.

3. THE ENCLOSURE SHOULD NOT BE PLACED AT THE END OF A DEAD END
STREET UNLESS THERE IS A TURNING RADIUS OF FIFTY FIVE (55) FEET.

4. THE ENCLOSURE SHALL BE FREE OF ANY OVERHEAD OBSTRUCTION WHICH
MY INTERFERE IN THE SERVICING OF THE CONTAINER.
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